AutoTop II: for 1997 – 2004 (986) Boxsters
Specifications:

Convertible Top switch automation module

· This module automates the pressing of the convertible top button.  

· The automatic operation is started with a fast click on the top UP or DOWN dash mounted rocker switch.  

· The automatic operation can be stopped at any time with another fast click to either UP or DOWN.

· Manual operation is still possible by holding down the UP or DOWN button for the duration you wish to move the top.  This manual mode is needed for cleaning  and/or maintenance of the top.
Installation:

1. Remove Right Console Cover 
· Use a flat head screwdriver to carefully pop out the bottom left corner of the panel your Convertible top switch is in. Pull out toward you a few inches to make room to work.

2. Unplug Top Switch 

3. Insert AutoTop II Between Car and Top Switch 

· Connect your AutoTop to the switch first.  It should look like this installed.
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You are finished.  If you want to be able to operate your top while in motion, then complete the next section

Speed Sensor Section: (optional)

Run Blue wire from AutoTop module to Fuse Panel (under driver kick panel)
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	Remove Convertible Top Relay [image: image5.jpg]



	Bend Pin 18 to 90 degrees [image: image6.jpg]




	Insert blue wire into Pin 18 socket

[image: image7.jpg]



	Reinstall Relay
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	Blue Wire Connection to Relay Pin 18 female socket
	Bend Pin 18 on Convertible Top Relay
	Operation

	Not Connected
	unbent [default]
	Top will only work when the vehicle is stopped

	Not Connected
	Not Connected (bent)
	Top will work at all vehicle speeds

	Connected
	unbent [default]
	Top will only work when the vehicle is stopped

	Connected
	Not Connected (bent)
	Top will only work at speeds <25 mph


· This switch works like your power windows.  A quick press starts the top in motion, a press of 200ms or longer only moves the top while the button is being pressed.  Make sure you use a “quick press”.
· Your emergency brake will need to be lifted enough to get the “brake” light on the dash to illuminate.  This is a factory default safety mechanism we encourage you not to disable.
Support is available through email from support@bahntech.com
